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CABLE REQUIREMENTS: PLUG / END A REQUIREMENTS: CONNECTOR / END B REQUIREMENTS:

Colour:  WHITE (RAL 9010) Type: SGO3MC Type: SG701
Type: 3 Core 1.50mm“HO5VV-F /
3 Core 15 AWG SJT . .
(Universal Approved - ENEC, cUL, SAA) Colour: BLACK Colour: BLACK

Conductor Colour Codes:

PC3639 Earth (Green & Yellow) Rating: 16A Rating: 16A
Ei\e;gtzglré%\:ﬁe) = Reference: Reference:
Barcode 5056290038815 C20 IEC Dual Lock Connector C19 IEC Lock Connector
|Complete Powerlead Rated: 16A/250V (ENEC, cUL, SAA Approved) (ENEC, cUL, SAA Approved)
IEC . IEC
LOCK™ LOCK
o
/ / =

1833mm (+/20mm)

‘ 2000mm (+/-20mm)

EXTRA REQUIREMENTS: CHANGE MANAGEMENT: HANKING
PACKAGING OUTER .......ooorreeerreennranns TBC

PIN PROTECTING COVER ........oovrerrreennes NO .

WIRING INSTRUCTIONS .......oorvrrereeeenenn. NO Fig.8
PRE-SHIPMENT INSPECTION REQUIRED....NO (Zoomm)
COMMENTS:
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