INLINE® POE+ MEDIA CONVERTER OUTDOOR @Liﬂ?
IP67 IK10 1 Gb/s RJ45 SFP

Rugged PoE+ media converter for industrial outdoor networks

Rugged outdoor use: IP67 and IK10 protection ensures reliable opera- - Transmission method: Store-and-forward
tion in dusty, wet and harsh environments Input voltage: DC 24-56 V
PoE+ with up to 30 W: Powers compatible devices directly via the net- - ESD protection: 6 kV contact/ 8 kV air

work cable, reducing the need for additional installation work - Operating temperature: =20 °C to 60 °C
- Gigabit RJ45 to SFP connection: Flexibly connects copper and fibre- - Humidity: 10-90%

optic networks and enables longer distances - Protection rating: IP67
- Stable data transmission: High bandwidth of 4 Gb/s and store-and-for- - Impact resistance: IK10

ward technology ensure reliable performance - Dimensions: 150 x 73 x 44 mm

Advanced protection mechanisms: ESD and surge protection support
safe operation in demanding environments

The InLine PoE+ media converter is designed for use in demanding out- _

door environments. It reliably connects copper and fibre-optic networks

whilst also enabling the power supply to PoE-capable devices. Article height: 440cm
Article length: 18.00 cm
Thanks to the combination of RJ45 and SFP interfaces, the device is sui- X )
Article width: 710 cm

table for integration into existing infrastructures. Networks can be flexibly
expanded without fundamentally altering existing structures. Gigabit sup- Max. supported PoE standard: 802.3at
port ensures stable and high-performance data transmission.

Max. supported data transfer rate: 1Gb/s
With a PoE+ power output of up to 30 W, compatible end devices can be Max. supported power: 30 W
powered directly via the network cable. This reduces cabling require- )
Type: Media converter

ments and simplifies installation, particularly in hard-to-reach locations.

The robust housing with IP67 protection rating provides reliable protec-
tion against dust and water. In addition, the IK10 rating offers high resis-
tance to mechanical impact. This makes the media converter suitable for
use in industrial environments, outdoors and in infrastructure applications.

44432H Max. 30 W 4043718352395

Connections: 1x RJ45 10/100/1000 Mb/s, 1 x SFP 1000 Mb/s

PoE standard: IEEE802.3af/at

PoE power: max. 30 W

Bandwidth: 4 Gb/s

Forwarding rate: 2.98 Mpps

MAC address table: 2 K

Jumbo frames: 9216 bytes

Surge protection: +6 kV common mode / 4 kV differential mode

If you have any further questions, please contact marketin
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