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Empower Your POE+ Gigabit wired 

connection with Seamless Connectivity

Introducing the 10-Port Gigabit PoE+ Switch, 

designed for high-performance, reliable 

networking. Equipped with 8 PoE+ Gigabit 

Ethernet ports (supporting IEEE802.3af/at 

standards) and 2 Gigabit uplink ports, it ensures 

smooth data transmission and intelligent power 

delivery to IP cameras, wireless APs, and more.  

Easily deploy and maintain a high-speed network 

with this compact, e�cient switch, ideal for 

businesses, schools, hotels, and industrial 

applications. Build a secure, high-performance 

network with simplicity and �exibility at its core.

	� Gigabit Switch 

10/100/1000 Mbps 

adaptive

	� Support Auto MDI/MDIX

	� 20 Gbps Switching 

Capacity

	� Jumbo Frame support 

Performance Coverage & Reliability Security Connections

	� Expand your POE+ 

Gigabit wired connection 

anywhere at home in 

minutes

	� Full security using wired 

RJ45 connection only.

	� 8*10/100/1000M POE+ 

Ports

	� 2* 10/100/1000M 

Ethernet Uplink ports

10-PORT GIGABIT  

8*POE+ SWITCH WITH 2*ETHERNET UPLINKS

SW8010POE+
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EAN SW8010POE+: 9120072379062

EAN SW8010POE+UK: 9120072379130

PCB: 10 pcs
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In consequence of continuous research and development technical speci�cations, designs, pictures and appearance of products may change without notice. STRONG shall not be responsible in any manner relating to the logos, brands and/

or trademarks displayed herein which are not registered by STRONG. Actual performances are not guaranteed and may vary due to di�erences in operating environments, distance and positioning of the products, mix of products used, 

building materials, wireless and electrical interferences and other adverse conditions. © STRONG 2025. All rights reserved.

Hardware

Ethernet Ports  8 Ports 10/100/1000M PoE  

2 Ports 10/100/1000M Ethernet Uplink

Operational Modes Standard - Extend - VLAN

Max each POE+ port:   15.4W (IEEE 802.3af ) 

30W (IEEE 802.3at)

Support Auto MDI/MDIX Yes

LEDs Power Indicator, Network Link

Power Input 100~240V AC, 50/60Hz

Standards IEEE802.3; IEEE802.3u; IEEE802.3x; IEEE802.3ab

Switching Capacity:  20 Gbps

MAC Address:  2k

Jumbo Frame:  supported

Transfer Mode:  Store and forward

Environment

Certi�cation CE

Operating Temperature:  -20~50°C

Storage Temperature:  -40~80°C

Operating Humidity:  10% ~ 90% non-condensing 

Storage Humidity:   5% ~ 95% non-condensing

Positioning:  Desktop 

Dimensions (W x D x H) in mm:  220 x 161 x 44

Weight in kg: 1,18

Package Content

1x STRONG Switch 10-Port

1x AC Cable

1x Quick Installation Guide

1x Safety & Warranty Card
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