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Copyright 2018 Colormetrics All Rights Reserved.

This manual, software and firmware described in it are copyrighted by their respective owners and
protected under the laws of the Universal Copyright Convention. You may not reproduce, transmit,
transcribe, store in a retrieval system, or translate into any language, in any form or by any means,
electronic, mechanical, magnetic, optical, chemical, biological, molecular,m manual, or otherwise,
any part of this publication without the express written permission of the publisher.

All products and trade names described within are mentioned for identification purpose only. No
affiliation with or endorsement of the manufacturer is made or implied. Product names and brands
appearing in this manual are registered trademarks of their respective companies.

The information published herein has been checked for accuracy as of publishing time. Norepre-
sentation or warranties regarding the fitness of this document for any use are made orimplied by the
publisher. We reserve the right to revise this document or make changes in the specifications of the
product described therein at any time without notice and without obligation to notify any person of
such revision or change.
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1. Read these instructions carefully. Keep these instructions for future reference.

n

Please disconnect this device from AC outlet before cleaning. Do not use liquid or spray
detergent for cleaning. Use moisture sheet or cloth for cleaning.

Please keep your device safe from high levels of humidity.
Install the device and its driver on a surface plate. Any tilt plate might cause damage.
Do not place anything over the power cord. And avoid people from stepping on it

Please be aware cautious note or warnings on the device.

N oo o~

If the device will not be used for a long time, please unplug the power cord to avoid damages by
transient overvoltage.

Never pour any liquid into the device; this could cause fire or electrical shock.

If one of the following situations happens, get the device checked by a service personnel:
a. The power cord or plug is damaged.

b. Liquid has penetrated into the device.

c. The device has been exposed to moisture.

d. The device does not work well or you cannot get it work according to user manual.

e. The device has dropped and damaged.

10. Do not leave this device in an environment unconditioned, storage temperature below -20°C or
above 60°C, it may damage the device.

11. Unplug the power cord when doing any service or adding optional Kits.

Lithium Battery Caution:

1. 1. Danger of explosion can happen if the battery is incorrectly replaced. Replace only the
original or equivalent type recommended by the manufacture. Dispose used batteries according
to the manufacture’s instructions.

2. Do not remove the cover, and ensure no user serviceable components are inside. Take the unit
to the service center for service and repair.

www.colormetrics.info Colormetrics V1200 ©
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CE Notice

This device complies with the requirements of the CE directive.

WEEE Notice

This appliance is labeled in accordance with European Directive 2002/96/EC concerning waste
electrical and electronic equipment (WEEE). The Directive determines the framework for the
return and recycling of used appliances as applicable throughout the European Union. This

label is applied to various products to indicate that the product is not to be thrown away, but

el

rather reclaimed upon end of life per this Directive.
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1-1 Standard Accessories

System (with stand)
Power adapter
Power cord

Driver bank

1-2  Optional Accessories

VFD

2nd Display (8,10,)
MSR

RF-ID Leser
MSR+RF-ID
i-button
MSR+iButton

1D Scanner

2D Scanner
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2-1 Rear View

Aﬁ,_ /7

[COM3 —VGA —LAN [ussz.o
—CASH DRAW

2-3 Front View

LCD

1D / 2D Scanner
(option)

Powerbutton
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2-4 Back View

VFD / 2™ Display \>,
(optional)

MSR / i-Button
RFID (optional)

HDD / RAM / WIFI Y
module(optional) i.

V——\\
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2-5 Specification

Processor Intel® Celeron J1900 Quad Core 2.0GHz

Mermory One SO-DIMM socket supports DDR3L
1333 up to 8GB

Storage 2.5” SATA Il HDD / SSD

Audio Phone-out

Network RJ45 10/100/1000 Base-T

USB port 5x USB 2.0/ 1x USB 3.0

COM Port 3x RJ45

BIOS Insyde BIOS

Power DC 19V 60W Adaptor

0S Support industry Pro, Win10 16T Enterprse.

Chassis Housing Aluminum

Thermal Solution Fan-less

Dimension 302.4(W) x 240(D) x 378.6(H) mm
Operating Temperature 0°C ~ 35°C
Storage Temperature -20°C ~ 60°C

Storage Humidity

Display

LCD Panel Size 12.1-inch TFT LCD (LED Backlight)

20% ~ 80%, non-condensing

Resolution 1024*768 Pixels
Brightness 500 cd/m2
Touch Panel 5-wire Resistive Type / Projected

Capacitive Type

*Note:
Intel® Celeron J1900 CPU does not support POSReady 2009

www.colormetrics.info
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2-6 Internal Layout

Front Panel Function
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1. 2-Layer USB2.0 connector Pin Definition

No. Definition No. Definition
1 +5V 5 +5v
2 D- 6 D-
3 D+ 7 D+
4 GND 8 GND
2. 2-Layer USB3.0+2.0 connector Pin Definition
No. Definition No. Definition
1 +5V 8 TX-
2 D- 9 TX+
3 D+ 10 +5V
4 GND 11 D-
5 RX- 12 D+
6 RX+ 13 GND
7 GND

3. Ethernet: RJ45 Pin Definition

No.

Definition

MDIOA+

MDIOA-

MDI1A+

MDI1A-

MDI2A+

MDI2A-

MDI3A+

O NO| AW IN|—-

MDI3A-

4. Phone-out JACK Pin Definition

No.

Definition

GND_AUD

GND_AUD

LINE_OUTR2

LINE_OUTL2

AW IN|—~

LINE2-JD
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5. VGA+USB+DC12V connector Pin Definition

No. Definition No. Definition
1 DDC CLK 11 GND
2 DDC_DATA 12 RED
3 GND 13 GND
4 VSYNC 14 GND
5 GND 15 +12V
6 HSYNC 16 USB D-
7 GND 17 +12V
8 BLUE 18 USB D+
9 GND 19 Reserve for VGA +5V
10 GREEN 20 +5V
6. VGA Pin Definition
No. Definition No. Definition
1 Red 9 N/C
2 Green 10 GND
3 Blue 11 N/C
4 N/C 12 I2C DATA
5 GND 13 HSYNC
6 GND 14 VSYNC
7 GND 15 I2C CLK
8 GND
7. LVDS connector Pin Definition
No. Definition No. Definition
1 +3.3V 2 +3.3V
3 +3.3V 4 +3.3V
5 GND 6 GND
7 DATA1- 8 DATAO-
9 DATA1+ 10 DATAO+
11 GND 12 GND
13 CLK- 14 DATA2-
15 CLK+ 16 DATA2+
17 GND 18 GND
19 N/C 20 DATAS-
21 Brightness 22 DATA3+
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23 BKL enable 24 GND

25 GND 26 GND

27 LED Power +12V 28 LED Power +12V

29 LED Power +12V 30 LED Power +12V
8. eDP connector Pin Definition:

No. Definition No. Definition

1 N/C 16 GND

2 GND 17 HotPlug Detect

3 N/C 18 GND

4 N/C 19 GND

5 GND 20 GND

6 TxDO- 21 GND

7 TxDO+ 22 BKL enable

8 GND 23 Brightness

9 AUX+ 24 N/C

10 AUX- 25 N/C

11 GND 26 +12V

12 +3.3V 27 +12V

13 +3.3V 28 +12V

14 N/C 29 +12V

15 GND 30 N/C

9. DC Jack Pin Definition

No. Definition
1 +19V

2 Ground

3 +19V

10. RJ45(COM) connector Pin Definition

No.

Definition

+5V/+12V

DSR#

GND

DTR#

RST#

O AW IN|—~

CTS#

www.colormetrics.info
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14

TxD

RxD

11. SATA: 22-pin SATA Pin Definition

No. Definition No. Definition
S1 GND P1 N/C
S2 SATA TX0 P P2 N/C
S3 SATA TXO_N P3 N/C
S4 GND P4 GND
S5 SATA RX0_N P5 GND
S6 SATA RX0 P P6 GND
S7 GND P7 +5V
P8 +5V
P9 +5V
P10 GND
P11 GND
P12 GND
P13 N/C
P14 N/C
P15 N/C
12. Mini-PCle Pin Definition
No. Definition No. Definition
1 WAKE# 29 GND
2 +V3.3V 30 SMB__ CLK
3 N/C 31 PCIE_TX N
4 GND 32 SMB_DATA
5 N/C 33 PCIE_TX P
6 +1.5V 34 GND
7 CLKREQ# 35 GND
8 N/C 36 USB D-
9 GND 37 N/C
10 N/C 38 USB D+
11 CLK_PCIE_N 39 N/C
12 N/C 40 GND
13 CLK_PCIE_P 41 N/C
14 N/C 42 N/C

© Colormetrics V1200
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15 GND 43 N/C

16 N/C 44 N/C

17 N/C 45 N/C

18 GND 46 N/C

19 N/C 47 N/C

20 W_DISABLE# 48 +V1.5V
21 GND 49 N/C

22 RESET# 50 GND
23 PCIE_RX_N 51 N/C

24 +3.3V_AUX 52 +V3.3V
25 PCIE_RX_P 53 GND
26 GND 54 GND
27 GND 55 GND
28 +V1.5V 56 GND

13. Int. Speaker Pin Definition

No. Definition
1 Left Out +
2 Left Out -
3 Right Out-
4 Right Out+

14. Touch Button for Power On/Off connector Pin Definition

No. Definition

1 +5V Standby
2 +5V Status

3 Power On#
4 GND

15. NFC port connector Pin Definition

No. Definition
1 +5V

2 USB D-
3 USB D+
4 GND
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16. Sideward USB port connector Pin Definition

No.

Definition

GND

USB D+

USB D-

+5V

GND

USB D+

USB D-

OINO| AR WIN|=-

+5V

17. Front Panel function connector Pin Definition

No. Definition No. Definition

1 +5V 2 +5V

3 DSR4# 4 TxD5 for touch panel
5 DTRA4# 6 RxD5 for touch panel
7 RTS4# 8 GND

9 CTS4# 10 +12V

11 TxD4 12 +5V

13 RxD4 14 +3.3V

15 GND 16 GND

17 +5V 18 +5V Standby

19 USB D- 20 +5V

21 USB D+ 22 Power On#

23 GND 24 GND

18. RJ11(Cash Drawer) connector Pin Definition

No.

Definition

GND

C/D_OPEN#

C/D Status

+12V/+24V

N/C

O AW IN|=-

GND
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1. Dis-fasten 4 screws and remove the base cover
2. Fix HDD on HDD bracket with 2 screws

3. Install HDD with 2 screws
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4-2 Memory
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1. Dis-fasten 4 screws and remove the cover

2. Install RAM to the socket
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4-3 MSR

1. Remove MSR cover
2. Fix MSR holder with 2 screws
3. Plug MSR cables together

4. Fix MSR with 2 screws
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4-4 VFD

1. Remove the Top cover

2. Plug VFD cables together

3. Fix VFD with 2 screws
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4-5 The 2" Display

1. Remove the Top cover
2. Plug the 2 display cable together

3. Fix the 2™ display with 2 screws
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4-6 WI-FI
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1. Install the WI-FI module to the Mini-PCle Slot.

2. Connect 2 antennas with WI-FI module. (Notice: The antenna in black should be connected
to position 1 of WI-FI module, and antenna in gray should be connected to position 2 of WI-FI
module)

3. Install WI-FI module to socket with a screw
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5-1 Resistive Type Touch Panel

1. Click “Next”.
eGalaxTouch >.9
Welcome to the InstaliShield Wizard for
eGalaxT ouch
The InstalShesld Wizaed wal matasl eGalaxT ouch on peul
compaier To continus, click Nest.
Ltieto ]|l Concel
2. Click “Next”.
eGalaxTouch 2(_

Setup Type
Select the setup type that best sults your neads

Extra PS/2 intedace derver for eGalaxTouch contiolier.
Please chack the check bok for PS/2 touch conticler

] Install PS72 interface dives

I < Back. i Nest > ‘IK Canesl
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3. Click “Next”.

eGalaxTouch .X

Setup Type
Salect the setup lyps that best suls pour needs

Exra AS232 rileiface diven for 26 alaxT ouch conkecler
Piease check the check box for BS232 touch contnader

[V] Inctal RS232 intarface driver

losBock TH Mew> ] |[ Concet |

4. Select “None”, Click “Next”.

cGalaxTouch
Setup Type
Select e s2lup type that best suks your needs,

Do 4 pairk calbealion after system reboct

() Evety system boot up

[_Q.MBIIMD
(%) Nonz

< Back M Neat > ][ Cancel ]

5. Click “OK”.

eGalax|ouch - InstaliShicid Wzard

L3 1Fvows are byng to iasal the USE towch dmice, plesie maks surs that jour sooch manto: o teuch corholer’s USE
1 bl e phagoed 1o s conpuE ros,
Please cose the " Tourd Hew Hadees Sl d Gecd sppeys
-
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6. Select “Support Multi-Monitor System”, Click “Next”.

eGalaxTouch

Setup Type
Select the setup type thal best suls yous neads

If pou want to uae Mukidionion, please chack the box

[¥) Suppon Muti Moo System

[ cBok (L _Net> |J[ Concel |

7. Click “Next”.

eGalaxTouch

Choose Destination Location
Select folder wherne sstup will watal fles

Setup vall instal @G alaxT ouch i the folomng folder

To mstal to this folder. chok Nost. To inctal 10 2 dlfesont foidar. chick Browse and select
arothar foldat

Destination Folde

C:\Program Files\eG daxTouch

[

¢Back (|| New> l Cancal

www.colormetrics.info

Colormetrics V1200 @ 25



8. Click “Next”.

eGalaxTouch x

Choose Destination Location
Select folde whers selup wil netal Hes

Setup wil niall eGaaT ouch i the lolonang loider

Tomstall to thic loider, click Nest. To nstall to & diferent folder. chick Browso and selact
anothes lokder

Dragiraharn Folds
C\Program Fles\elialax] ouch Browss
[ cBack ([ _set> ])[ Concel ]
9. Click “Next’.

eGalaxTouch

X

Select Program Folder
Flease sefect a program fo'der,

Setup wil 3dd peagram icone to the Program Folde: lsted below. Youmay lypa & naw folde
name, of select ona from the axiabing foiders list  Click Next to conlinue,

Prograem Folder:
el ouch

Existing Folders:
ALcesiones
Admnstrative Tocls
Statup

[ cBack [k _wea> | |[ concel ]
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10. Select “Create a eGalaxTouch Utility shortcut on desktop”, Click “Next”.

eGalaxTouch

Setup Type
Sefect the selup Ype that best suks your reeds

Select the features you wark to nestal, end deselect the fegtures you do not want to instal
Chick Nest to corhrue.

[ Create a eGalaxT cuch Utiity sharteut on dasktop ]

X

[ <Back |k test> ll[ Cancal. |

Setup Status \

elalaxT cuch is conligung your rew soltware instalistion

Setup Status \

elGalaxT cuch is conligung your rew soltware instalstion

Instal USB dover

www.colormetrics.info
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11.  Would you do 4 point calibration now? Click “Yes”. (Resistive Touch only)

2 The eGalaxTouch driver has been nstalled, before operating touch function, please do 4 pont calbyation.
\T/ ‘would you do 4 pant catbiation now ?

Yes

12. Do 4 points aligrment to match display.

13. Calibration utility.

28 © Colormetrics V1200
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5-2 MagSwipe Card Reader Configuration Utility

The MagSwipe Configuration Utility is used to set up the output format of MagSwipe

Installation

Below steps guide you how to install the Utility program

® Insert the setup CD

® Run the 80066804-006_Magswipe_Configuration_Software_V2_1_A setup file that is
located in the Software folder of CD.

®  Follow the wizard to complete the installation.

Launching Program

Below steps guide you how to load the Utility program.
® From Start/Programs, click MagSwipe folder

® Click MagSwipe Configuration Utility to launch the program.

% Windows Embedded
POSReady 2008

) Devmenda

) oot SrrSczen s towd
F et

o R et
L

ke Bgoez
b Tomhdet o Paa

) AR

o MogSuios - MazSwps Coafigaation ity

¥
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Configuration

ID T T— c H MagSwipe Configuration Utility

DTEWMBWWMMMWMHNW These settings
are suitable for most applications and do not need to be changed. However, if
you need to change something basic (like beep volume) or something more
advanced {fike a data editing routine), this utitity wifl help you do it easily and
quickly. Start by clicking on one of the tabs on the lelt side of this page.

Select Reader Interface
The reader to be configured should be connected. Select the corresponding connected reader

interface and click the Continue button
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— ®
4
/ D ; — CH MagSwipe Configuration Utility

FIRST ,Establish communication

between the reader
and the host.

-How is the reader connected to the host?

o

-Plug the reader to the host
-Specify the comport [ -]

After the interface selection is made, click the Continue button. The utility attempts to
communicate with the connected reader. If successful, the Home Menu Page is displayed. The

Home Menu Page is shown below

/ D T — c MagSwlpe Configuration Utility

D TECH readers come with default settings made at the factory. These sottings
are sultable for most applications and do not need 1o be changed. However, If
you need 10 change something basic (like beep volume) or more

quickly. Start by clicking on one of the tabs on the left side of this page.

www.colormetrics.info Colormetrics V1200 ©

31



Change Basic Reader Setting

After selecting the appropriate interface for the reader, select one of the Home Menu Page

buttons to proceed with the Magnetic Stripe Reader (MSR) configuration process. The "Basic

Reader Settings" group defines the basic operating parameters and data output format of the

reader.

— @
IDT=CH |
— MagSwipe Configuration Utility

SR e

Beep
) OFF OLOW () HIGH

MSR Reading

) MSR Reading Disablad
Teimnal Type

() IBM PC/AT

) NoteBook

Daceding Method

) RawData

) Decodng In Both Drsctions
O Dacodng toimald dhechion onl
() Dacoding reverse dusction only

1

| Generd Settims vPreJ?ostanbh | RS232 Parameters | Track Settings | Keyboard Ssttings |

() Quick HIGH ) Quick LOW

(5) MSR Aaadng Ensbled

() 1BM PCIAT, Estemal Kapbomd
) 1BM PC/AT, NO Estamal Feybod

Inter-Charactes Deday
G)2ms () 20ms

O Sme () 50ms
() 10me (5 100ms

onsonsh| [Somiorie] [Losthomrie | [Deokdt ] [Ciose |

Button Definitions

Send To MSR

When all the setting parameters are selected, use the "Send To MSR..." button to send

configuration data to the reader device. When the reader has received the data correctly, the

settings take effect immediately.

Load From File

The configuration data can be loaded into the configuration utility from a file that has been

previously saved. Select this command, start a "File Open" dialog, which allows selection of

the file.
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21

Look in: IU MagSwipe R IR 5 s

Filname: | |_gpen. |
Files of type:  |Minimag Config Files.cfs2 | _

Save To File
The configuration data can be saved as a file and being used later to configure other readers.
When saving a configuration the "File Save" dialog is opened as shown below. Input a

filename and file location.

bovens TP

Save in | ) MagSwipe eBcxEr

Save as bpe | MagSwape Config Files.cfs2 =l LM

Default All
This button sets the reader with the default configuration parameters (the default factory
settings). The settings take effect immediately. The default parameters affect all reader

configurations settings.

Close

Close this dialog and return to the Home Menu Page.
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General Settings

This group of configuration settings defines the basic operating parameters of the reader.

— @
IDT=CH
= MagSwipe Configuration Utility

| Change Base Satings
Genecal Seltings |PrejPostamble | R$232 Porameters | Track Sektings | Keyboard Settings |
Beep
O OFF O Low () HIGH () Quick HIGH ©) Quck LOW
MSR Asading
_ () MSR Readng Disablad () MSR Heading Enatled
l Temmma Type
) 1BM PC/AT ) IBM PCIAT, Extamal Keybomd
_  Netook ) 1BM PL/AT,NO Even Kegbond
I Dacoding Method Inter-Charactes Dedey
] S
(+) Dacodng In Both Diractions
> 5 )50
| () Decoding ormard deection ony I e
_ () Decoding reverse diection only () 10ms ) 100ms

MSR Reading
This option will turn on or off the MSR. If MSR is disabled no data is sent out to host in any

case. The default is MSR Reading Enabled.

Decoding Method Settings

This option gives four kinds of decoding methods.

Raw Data (output in both forward and reverse directions)

Decoding in Both Directions (forward and reverse reading)

Decoding in Forward Direction only (card entering slot from LED end)

Decoding in Reverse Direction only (card entering slot from end opposite LED)

With the bi-directional operation, the user can swipe the card in both swipe directions and the
data encoded on the magnetic stripe will be output. In the single swipe direction selections, the
card can only be swiped in one specified direction to read the card. The default setting will

decoding card data with the card swiped in either the forward or the reverse direction.
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»-Raw Data“ is an output of the decoded magnetic stripe data in hexadecimal format (no ASCII
character conversion is performed). In the Raw Data setting, the reader outputs all track-de-
coded data. The MSR will represent the raw data with two ASCII characters: the first ASCII
character is for high bits of the raw data byte and the second is for the low bits. For example,
the two ASCII characters ,,4“and ,,1“represent raw data byte 41h(01000001).

Beep Volume
The Beep volume can be adjusted to four loudness levels or off. Four loudness levels are:
Quick High
Quick Low
High
Low
The default is High beep.

Terminal Type

NoteBook

IBM-PC/AT

IBM-PC/AT, External keyboard

IBM-PC/AT, No External keyboard
The firmware can be programmed to interface as a keyboard wedge to 4 different types of
terminals. The default is IBM-PC/AT.

Inter-Character Delay:

2ms,5ms, 10 ms, 20 ms, 50 ms, 100 ms;

This is the time period the reader will delay between sending successive characters. Some
terminals or computers (host) require an inter-character delay to simulate the effects of
keystroke delays. Choosing a longer inter-character delay causes the characters to be sent at
a slower rate. If the host system is not capable of receiving characters as fast as the reader
can transmit, setting an appropriate inter-character delay will keep the reader from overrunning
the host input buffer. The default is 2 ms.

Default Page Button
After you click the Default Button, the general settings page will change back to the default

value. Settings are not sent to MSR until the ,,Send to MSR* button is clicked.

Help Button
Click the help button to open the help index for this section.
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Pre/Postamble

Preamble

Characters can be added to the beginning of the reader‘s output string of data. These can be
special characters for identifying a specific reading station, to format a message header
expected by the receiving host, or any other character string. Up to nine ASCII characters
can be defined for the Premable.

Postamble

The Postamble serves the same purpose as the Preamble, except the extra characters are
added to the end of a data string. The Postamble can be added only after a terminator
character, if specified.

Track Prefix and Suffix

For some Host applications, it may be convenient to start or end a string of reader data with a
Sentinel or terminator character. The maximum Prefix/Suffix string is six characters and its
default is NULL (no prefix or suffix).

Track Start Sentinels
Characters can be added to the beginning of each track data string to simulate the start of the
track data. These can be special characters for identifying a specific track.

End Sentinel
The magnetic stripe End Sentinel character can be added to the end of a magnetic stripe data
string. This character simulates the end of character for track1, track2 or track3. This default is ,?*
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Track Settings

— @
IDT=CH
— MagSwipe Configuration Utility

Change Basic Settngs

| General Settings | PrefPostemble | RS212 Parameters Track Settngs Keyboerd Settrgs
Track Salact
(&) Ay Track ) Track1 Drky ) Track2 Orlg
() Track1 Ard Track2 () Track3 Dnky ) Track! And Track3

() Track2 And Trackd () Al Thies Tracks O Track) Or Track2
() Teack2 Or Track3

(V] Send Stt/End Sertinel [[] Send LAC in Card Data
] Fot Track 2 Ondy Send Accourt Number
[] Send Ence Indication

Track Sepaator llﬂl Non&‘rnbbthu,] 'I
Temnator. hcll MNoerPirnable Cha I vl

Track Selection

There are three tracks of information possible on a magnetic stripe. This option selects the
tracks that will be decoded (read). Note that the magnetic stripe reader must have the
hardware configuration (read head and circuits) for reading the specified tracks. If a single or
dual track reader is used, the heads must be positioned to read the tracks selected by this
option. The default is Any Track. (All tracks written on the card will be read).

Track Separator Selection

This option allows the user to select the character to be used to separate data decoded by a

multiple-track reader. The default value is CR
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Send Start/End Sentinel

The reader can send the Start/End sentinel for a track, decoded without error.

Send LRC in Card Data

The reader can send the track LRC for a properly decoded track.

For Track 2 only Send Account Number

The reader can only send account Number if it is true. And if it is false, the reader sends all

Track 2 data.

Send Error Indication

This option let reader to send out [SS]E[ES] if failed to read or missing data on a selected track.

The default is off.

The error output for track 1 is "%E?".
The error output for track 2 is ";E?".

The error output for track 3 is "+E?".

Keyboard Settings

— @
IDT=CH
— MagSwipe Configuration Utility

Changs Basic Settings:
General Settings | PrefPastamble | RS232 Parameters | Track Settings  Keyboard Settings

Language Oplian
@us () Swise () Swedsh
) SpanishiMexico] () Norwegan () ltakan
O Gamman () Frerch () Jepaness
O UK () Uriversel

Function Key Dulput
) Cul Koy Qutput O Al ey Ouput

IS8 HID KE Peling Inbseval fingut vabus i from 1 to 265) I’

I
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Keyboard Settings

There is keyboard settings information on a magnetic stripe. MiniMag Il will support following

foreign language keyboard and function key output for PS/2 and USB HID Keyboard Interface.

Language Option
This option allows the user to select the keyboard language of US, Swiss, Swedish, Norwegian,
Italian, Spanish (Mexico), German, French, Japanese, UK and Universal. Universal language

sends out all the data as a series of ALT keypad sequence.

Function Key Output

The function key output be used to support the special key to delay card data output.

USB HID KB Polling Interview

The user can input the number between 1 to 255 for the delay of output.
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Check Current Reader Setting
After you connect the device, the current reader configuration can be displayed by selecting
this button. The configuration data of the connected reader will be displayed like in the

example:

=============Check Current MagSwipe Settings
Software version: MagSwipe Configuration Utility Yersion 2.1.0.0
Beep Volume: HIGH
Track Select: &ny Track
Track Separator: \er
Data Format: IDT Format
Terminator: \cr
Send Out Format:
Send Start/End Sentinel
Send &ll Data For Track2
Mot Send Error Indication
Mot Send LRC
Enable/Disable MSR: Enabled
Format & Direction: Decoding In Two Swiping Direction
Track 1 7 bit encoding Start Sentinel: %
Track 1 B bit encoding Start Sentinel: %
Track 1 5 bit encoding Start Sentinel: ;
Track 1 End Sentinel: ?
Track 2 7 bit encoding Start Sentinel: %
Track 2 5 bit encoding Start Sentinel: ;
Track 2 End Sentinel: ?
Track 3 7 bit encoding Start Sentinel: %
Track 3 B bit encoding Start Sentinel: |
Track 3 5 bit encoding Start Sentinel: ;
Track 3 End Sentinel: 7
Preamble:
Postamble:
INTERFACE_TYPE: USB-R5232
Firmware Yersion: ID TECH ValueMag USB Virttual COM Port Reader V' 3.24
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5-3 RFID

1. Install driver
1.1 Check the Device Manager to verify the status of RFID reader.
Computer Management -> Device Manager -> Other devices (The device will show a

question mark if the installation is not done properly.)

E— ==
e R T .
ST TR

[ PR TR R | R —" | ooy
g o e -
(ORI o Ml
B Y - B Ty ey b dcsons i
« il S Nt B rarman brsariec Bivics
e . 1] S PR s i
Fatmac e
iy Ve Ul e a W ardrdorpmed w s
a B g oo
L] " L v
o [ Feton b g dumion o T dea

1.2. Double-click to update driver.

USB <-> Serial Properties

]IS USB <-> Serial

Device type: QOther devices
Manufacturer: Unknown

Location: Location 0 (Port_#0008.Hub_#0001)
Device status
The drivers for this device are not installed. (Code 28) -

There is no driver selected for the device information set or
element.

To find a driver for this device, click Update Driver.

-

[ ok ][ cancel |
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1.3. Select “Browse my computer for driver software” .

How do yioi want 5o search for driver sofware?

& Esarch automatically for updated driver software
‘W dosss wil] s2ach yout compebe end the brdemet foethe latest driver solbwere
4or your denice, undess vou've tsabled Briz teabure m pour desce insialzbon
sngs

| @ Browse my computer for deteer softaan: |
| neteand sl driver urtheare mamnaly,

1.4 Click Browse to select file called MP30U \Driver\FTDI\x64

And click “Next”.

. MP30U
| Demo Software
. Documents
| Driver
). FTDI
. x64
| CDM 2.08.28 WHQL Certified
| CDM v2.08.28 Certified

1.5. Install the driver

Tnstalling driver softeare..
. - =
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1.6 Install complete and then click “close’

USB Serial Converter Properties g

General | Advanced | Driver | Details |

USB Serial Converter

4

Device type: Universal Serial Bus controllers
Manufacturer: FTDI
Location: Location 0 (Port_#0008.Hub_#0001)

Device status

[This device is working propery. -

[ 0K ] [ Cancel ‘ Help

TR e B I O S S S5 SE e S

1.7 Restart the computer

www.colormetrics.info Colormetrics V1200 © 43



2. Install framework 4.0

2.1 Double-click to install.

e T N Cutn i Tyre e
[ ] ‘m'l“.ﬂ LIENIERL AL dgpae dham iF IR

5 i
| Dewurrows
of M
o P

8 Corguaier
‘.Luﬁl]-t-r_-;l_

i Mok

Himans arrept e kemee beeme o oehnoe.

MICROSOFT SCI'FI"'HME
b read and gooect the foona tans.]
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2.3 Click “Finish”.
P o T e T — ]|

| |
|
Installation Is Complets

m FET Foarwvoes: 4 bms bowr rainfacl

Thack B A SR WBIDNE O ek

3. Quick Start with Demonstration Software
3.1. The demonstration software is “MP Studio.exe” provided in the folder “Demo
Software”. There is no software setup required; just double click the”"MP Studio.exe”.
The demonstration software can run either from CD or a copy on hard drive. The GUI of

software is shown in below picture and ready to use.

() PROMAG Multi-Protacel Studio i = o e S

Interface  View  Firmware  Help
Command List ~ B X parameters
e 150144434 + Standard + Get UI0 |
Set Communication Protocol ESEERCRRG S e \) I

- Auto Polling
LED No Parameter

Buzzer
- Reset
150144434
- Standard
RATS
APDU(T=CL)
Deselect
“Mifare Classic
{i Mifare Ultralight
- Mifare Ultralight C
|1} Mifare Desfire EV1
- Innovision
+-Special
41150144438
- 15015693 Response
+1-PicaTag
Felica
- 1507816
1 ePassport

HEETERES

Commnunication Logs

| Status
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3.2 Following steps, as shown in below picture, demonstration a simple usage in reading

UID of ISO14443A card for quick understanding.
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Command List v I X Parameters

-~ General
Set Communication Protocol
Auto Polling
LED No Parameter
Buzzer
Reset
- 150144434
—I-Standard =

—L=

3 r | APDU(T=CL)
Deselect
+-Mifare Classic
+-Mifare Ultralight
7 Mifare Ultralight C 6
+/Mifare Desfire EV1
+/ Innovision
+ Special
+- 150144438
[+ IS015693 Response

t~PicoTag Response Time:18:48:24.768
[+ Felica Response OK

1+~ IS07816 UID:@4874821BD2580
+-ePassport

©RRIEE

IS014443A - Standard -+ Get UID

’Eﬁmmnunication Logs
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5-4 Configuration Utility of i-Button Reader Installation

Below steps guide you how to install the Utility program.

Insert the setup CD

Run the Colormetrics | Button Utility.exe setup file that is located in the Software folder of CD

Follow the wizard to complete the installation.

1. Setup IButton _V1.0.exe software

[3 IButton Thlity Setop

Welcome
Welcome o the tnstaller for [Button THility 1 01e.

» =t 1t iz strongly recommended that you exit all Windows programs
i y before contmuing with this installation.

If wou have anyv other programs ninning, pleass click Cancel,
cloge the programs, and run this stup again.

Otheruize, click Next to continue.

< Bark L Mext = :| [ Cancel l

[3 IButton Thlity Setop

License Agreement
I Aﬂhagareadﬂw following licenss agreement carefully,

Software Prodoct Use Consent Contract

You are permitted by CLIENTRON Laccording to the following nse consent cond itions of this
uze consent contract thenceforth, "this contract™ ta the nonexclusive,nontransferable right to
uze the software programihenceforth, "this progran”) and its add-ons,svch as the nzer goide.

@ Tagree B the terms of this loense sereerent
() 1donotagree to the terms of this license ageement

< Back ][ Hext » ][ Cancel
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I"". IButton Thlity Setup

l;.b' IButton Uhility Setup

Installation Folder
I ] iThere would you like IButton Utility to be nstalled?

The mofturare will be installed dn the folder listed below. To slect a different location, either type ina
neyw path, or click Change fo browse for sm exdisting folder.

Install IButton Tility to:
CProgram Filesl Button Utility | [ Changs...

Space required: 2 31 MB
Space available on slected drive: 1 69 GB

« Back ][ Hext - J[ Cancel ]

l;.b' IButton Uhility Setup

Shortcat Folder
I ] iThere wonld you like the shorteuts to be dnstalled?

The shorteut dcons will be created in the falder indicated below . If wou don't want to vze the default
folder, wou can either type & new name, or select an exdsting folder from the list.

Shorteut Folder:
| Button Tlity v

(%) Tnstall shorteuts for current user only
() Make shorcuts available to all nzers

« Back ][ Hext - J[ Cancel
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% IButton Uhility Setup

Ready to Install
Vo are now ready to dnstall IButton Utility 1.01e

The installer now has enough infonmation to fnstall IBwton Ttility an your computer.

The following settings will be used:
Inztell foldex: CAProgram Files\IButton Ttility
Shorteut folder:  IButton Tility

Pleage click Next to proceed with the fnstallation.

Installation Successful
The IButton Tlity 1 0le installation i= complets.

Thank wou for choosing [Button Uilityl
Plesse click Finish to exdt thiz installer.

= Back

2. To execute “IButton_V1.0.exe” for setup communication between software and I1Button
module.

®  The utility program will detect the connected reader. If detected, all the input text boxes
will be enabled.

® |f the reader has not been connected to PC yet, please connect the reader and then click

Refresh to get connected.
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IButton Ttility ¥1 0

General |i B'unnn|
Prefix: Suffix:
Package:
Succeed: Failed:
Delimiter: ‘
Device Founded!
Message:
Firmware: [iButtonv0,08
Connect | Restore... Open Save... Update Exit

Configuration

Below is the main window of i-Button Utility program.

Frefie: Ttk [ irorkieansgs: Towart Frome { pogi;
] | -l
Preis: Sulhe: vt Fron: Lengia!
T imirn; | [ Beference ibwtion &4<bri
ik ']
: | - P remstralon il
. iz (oo -
' Z
I L o
FHFT
el
{8010 abited
Mamnage F“m“' Back to tha
1
...... prevviais S=Hngs
Fwpeaiir)  Ilutiamaan
Camncl | Mcatere.. i open | Saveo. | pdnc | txi |
Gienaral § Paros |

3 Waalergn

EE 7 4.

Ly e

oy Windows HT

1y Wiend o b Py
I Wend ot Live Pl
[haae - d

i

M wd wd all v

e i

FHRMBRNT [t i [~ HAF;

| |

Can save your Settings
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For the settings, there are:
®  Prefix/Suffix: Defines the data string which you would like to append in front or end of the

i-Button key string.

iButton Data Package :

Prefix | + iButton Data Package + | Suffix

® Error Message: Indicates error message when i-Button key read fail.
® Message: Indicates message when i-Button key read correctly

® SS/ES : Define Start and End sentinel byte for the i-Button ID string

iButton data format:
SS + iButton 64- Bit Registration Number + ES
® Length : i-Button ID length request from 0~16

®  Output order : 4 formats could be select at Attach /Remove i-Button ID

iButton 64- Bit Registration Number:
8-Bit CRC + 48-Bit ID + 8-Bit FC

DEMO SETUP&OUTPUT
Cmetiens LN

Geaeesl | Blalan

Prefls: AT T Einsbeaiage Eaminct Fram: Leoglh:
h [¢Enmery I |
fnch! | | | |
Prefl: Sule: Wi eage Extypact From: Leigib:
h | Epfers T
Peneex | | Il - L] =
- Uergral Dyder
B BHurh ;um =}
EH: X Hemeer: :um -

———

: Ty
Sannngs ﬁp_-lmmum /]

‘ Click wpdate button ‘

Fitmssare [Micam s e
_Geomem | Reste. | o | e | Upiee | w0 |
OUTPUT DATA :

alab00000003bdfa01?
blab00000003bdfa01?
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5-5 VFD

1. Power on VFD and waiting test page of EEPROM test, Baud rate and Command page.
Set up the customer display by " VFDset.exe”

2.  Setup VFDset.exe software.

[N e 1] S T LT

The Leet TR Seswl el s e e P
murzober To conieow, chek hnxt ] -]

WRRKTHR: Thir preomsm i« provtscesd by soms—nhe s and
miwmabcmal kst

i Ready to Install the Program
The wizard is ready to begin installation.

PR LT If you want to review or change any of your installation settings, dick Back. Click Cancel to

o TR [ | E’“’W‘es"::;
e st Settin:

Setup Type:
Typical
Destination Folder:
C:\Program Files (x86)\VFDset\

User Information:
Name: user
Company:

bsadtdedl : I I : . ‘%“‘*'Il Install I&
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3.  To execute “VFDset.exe” for setting up communication between software and VFD module.

-Interface Setting
Com Port Select j

Buad Hale 2 Gna,n, 0.1 -

Sel All Deluull

]

Open COM

et Zdtiny From ¥FD ‘ il Seting Te ¥FD

Command Seling | Welcome Mslﬂ User Defined Gharacier |

Character Type

Command Muode

BaudAate Gelect

Pagssiliry Mode

[UsaEUHPOTEBetaUy

|FRSOM{DEianh

[o500.0,8.3 [Detaul)

|Mr|rr¢|l',h-,-fn||h'|

Please then follow the steps as shown in the above figure, the baud rate will show on states

page of VFD module (Note: You may check it when power on VFD module), then click “Open

COM?” button.

4. “Get Setting from VFD” button to get all the settings from Colormetrics and it'll refresh

the “VFDset.exe” software.

5. Select “Character Type”/ “Command Mode”/ “Baud Rate Select”/ “passthru Mode”.

Character Type

Command Mode

BaudRate Select

|USAJEURPOPE(Defauli]
USAJEURPOPE|Default]

Bl

[

Command Mode

BaudRate Select

BaudRate Select  [9600,n,8,1(Default)

9600,n.8.1
Passthru Mode :
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6. Click “Set All Default” button to show default setting, the Default table is
Character Type : USA
Command Type : EPSON/EURPOPE
Baud Rate Setting : 9600/n/8/1
Pass-through Mode : None
Welcome msg line1 @ *** VFD DISPLAY ***
Welcome msg line2 : **HAVE A NICE DAY AND THANK YOU *

7. Welcome Message
Welcome Message line 1 maximum 20 characters; line 2 maximum 20 characters, total of
40 characters.
a. ASCII mode

Command Settingl Welcome Msg lUser Defined Character |

Welcome Messagel
" ASCH
0 5 10 15 20

(2A[2A|24]20/56/46(44[20{44[43]53[50[4C/a1[5920[20[24]28028  Clcar

Welcome Message?2

0 5 10 15 20
 ASCH 2A[2A|48|41/56|45/20]41)20|4E|49]43|45|20|4441/59 20 41 |4E
21 25 30 35 40

144[20/54|48|41|4E|46/20/59|4F 55(2A 2A(20/20{20/20/20/20{20  Clear

You can type the character by keyboard (0x20h ~ 0x7Fh), if you press clear icon, it will

clear the all Message characters on AP.

b. Hex mode
Hex mode can define the character from 0x20h toOxFFh > the range 0x80~0XFF which

depends on the code page table.

Command Settingl] Welcome Msg §User Defined Character |

Welcome Messagel
o ASCH
0 5 10 15 20

[2A[2Al2A/20/56]46]44]20(44]a9]53[50(ac|a159]20/20]2A2012A  Clear |

-‘Welcome Message?2

0 5 10 15 20
 ASCII |2Al2A|48(41]56/45/20]4120/4E|49|43|45|20/44/41 59]20{41 |4E
21 25 30 35 40

|44]20/54/48|41 |4E |4E 20/59|4F |55|2A(2A/20/20/20/20/20/20/20  Clear
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Like the first character (0x80) - in default code page will show on VFD module.

8. Click “Download setting to VFD” button

This button is to download the setting from VFDset.exe to VFD module. After success dialog
“Download O.K! Please restart!” message popped up. Please restart display for enable new
setting

Download O.K ! Flease restart |

| GEE

9. Click “Save” button
To save user’s setting in file; for example, save a file name as “GOODLUCK”, file set for

welcome message.

L ein 1
Load SavE Bi
[T | S
————
s COR Ged Sedting From YFD Dy b

beame Mg | User Defined Characies |

iy [n i = == oy B
=i
]
Dacumvands

[

e ot

wd

e

w— [omml

ks H
Flm
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10. Click “Load” button
After saving, you must restart the utility here. Then load your setting rename-GOODLUCK.vfd.

IIInmEI j ;
Load Save | Set)
[4500,n.8,1 |
lose COM | Get Setting From YFD | Download S

lcome Msg | User Defined Character |

;'s‘a.ge'.l
Lockis [ wd 5 -mom
i
My Recant

v I8

My Diocuments.

My Comepiior :
W Mebwodk.  Filer of tups el e
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5-6 USB 2" Display

DisplayLink software can be installed from Windows Update. Alternatively, the software can be

downloaded and installed from the DisplayLink website following the steps below.

1. Double click on the DisplayLink executable, eg DisplayLink_RX.X.exe.

The Windows User Account Control window opens (if enabled in the OS).

2. Click Yes. DisplayLink Core Software installs.
DisplayLink Graphics

Installing DisplayLink Software for DisplayLink Graphics

3. The System Compatibility Check then runs.
4. Click Install (if the System Compatibility Check passes).

/AN
DisplayLink

O System Check System Compatibility Check

DisplayLink System Compatibility Check has successfully passed and

nstallation . . .
installation can continue.

P
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5. Connect your DisplayLink enabled device.

DisplayLink Graphics X

o
DisplayLink

‘ System Check Installing Software

O Installation Status: Copying new files

/A \
. - .
DisplayLink
. System Check Installation Complete
. Installation DisplayLink Graphics Installation is now complete
. Finish Your new DisplayLink Graphics display Is now duplicating the Windows

desktop

Click below to configure the display layout to match your desktop monitor
configuration

Customize your display
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7. You are then informed when installation of DisplayLink software has completed.

G DisplayLink Graphics “_

AN\
DisplayLink

. System Check Installation Complete. Reboot Required

. Installation DisplayLink Graphics installation is now complete.

. First Connect You must restart your system for the configuration changes to take effect.
Click Reboot to restart now or Reboot Later if you plan to manually restart
later.

. Final Setup

. Finish

@ Reboot Reboot Later

8. Reboot your SYSTEM to complete the installation.

Due to the Intel BayTrail J1900 CPU limitation, the DisplayLink driver can only be

supported extend mode.
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Press <DEL > key to enter SETUP CMOS UTILITY when system boot up.

Yc Please press <DEL > key tenderly and slowly.

vc Please press <ENTER >over SCU Button key.

INicrocude Revision

Processor 1yoe
Systim Bus Speod
Systen Mewory Speed
Cactie BN

Total MNewory

Chmel A - SO0 0

Systen Dale

www.colormetrics.info
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£z
135% iz
2042 w4
4096 HE
4096 HO
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Press <F9> to view the system information

Systenm Information
Colormetrics
UizZee
i ¢ 1 1234567890
uuin : 78 56 34 12 1 56 34-78 90 12 34 54 48 49 4E
HAC LAN Address . D0-ED-4C-6
CPUI Name : Intel(R) Celeron{R) CPU J1900 @ 1.99GHz
Cpu Clock 1 1.99GHz

System Bus Speed : 83 HHz
B10§ Version . Bello620 V:3.0.00-07292016
Memory Total Size : 4096 HB

Date and Time
The Date and Time items show the current date and time on the computer. If you are running a
Windows OS, these items are automatically updated whenever you make changes to the

Windows Date and Time Properties utility.
WARNING!

Setting the wrong values in the sections below may cause the system to malfunction.

Make sure that the settings made are compatible with the hardware.
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6-1 Advanced

Use the Advanced menu to configure the system for basic operation through the following

sub-menus:

out Contlgeration

FS/F8
Enter
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6-1-1 Boot Configuration

Use the Boot Configuration menu to select power-on state for Numlock.
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6-1-2 Audio Configuration

Use the Audio Configuration menu to read Audio configuration information and configure the

Audio settings

Autio Controller
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6-1-3 Video Configuration

Use the Video Configuration menu to read Video configuration information and configure the

Video settings

16D - DT Pre-Al located
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6-1-4 SATA Configuration

Use the SATA Configuration menu to read SATA configuration information and configure the
SATA settings

s ool I -
1t
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6-2 Security

Use the Security menu to install or change the password

Set Swpervinor Fasssord
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6-3 Power

Use the Power menu to install or change the power settings.

AC Loss Auto Restart

Enable or disable system power on automatically after AC power restored
Wake on LAN

Enable or disable system wake by onboard LAN chip

COM Voltage

This item allows you to select off, 5V or 12V powered COM

LVDS Firmware update

This item allows you to enable or disable LVDS Firmware update
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6-4 Boot

Use the Boot menu to select type to Dual type, Legacy type or UEFI type.

<Dus! Doat Typss
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6-5 Exit

Use the Save & Exit menu to load default BIOS values, optimal failsafe values or to save

configuration changes.

L2803

FRIIREEIL
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1. How to clean the LCD surface properly?
v¢ Do not spray any liquids on the LCD screen directly, and do not use paper towels,
this can cause the LCD screen to become scratched.
v¢ Always apply the solution to your cloth first, not directly to the parts you are cleaning.

You want to avoid dripping the solution directly into your computer or laptop.

v¢ Stroke the cloth across the display in one direction, moving from the top of the

display to the bottom.

2. What are some of the basic supplies needed to clean an LCD screen?

< A soft cotton cloth. When cleaning the LCD screen it is important to use a soft
cotton cloth, rather than an old rag. Some materials, such as paper towels, could
cause scratches and damage the LCD screen.

vc Solution of water and isopropyl alcohol. This solution can be used along with the
soft cotton cloth.

v¢ Computer wipes. Only use these if they specifically state on the package they are
designed for LCD laptop screens. Computer wipes can come in handy for fast

clean-ups or when you want to avoid mixing up a cleaning solution yourself.

3. What types of cleaners are acceptable?
vc Water
Y¢ Vinegar (mixed with water)

< Isopropyl Alcohol

NOTICE: The following cleaners are unacceptable:

[1 Acetone

(1 Ethyl alcohol
[ Ethyl acid

0 Ammonia

[0 Methyl chloride
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