Product data sheet

Power tools for trade & industry

Cordless Impact Driver/Wrench

GDX 18V-200 C

Technical data

Technical data

No-load speed 0-3,400 rpm
No-load speed (1st level) 0-1,100 rpm
No-load speed (2nd level) 0-2,300 rpm
No-load speed (3rd level) 0-3,400 rpm
Torque settings 3
Weight excl. battery 1.2 kg
Torque, max. 200 Nm
Impact rate 0-4,000 bpm
Impact rate (1st level) 0-2,300 bpm
Impact rate (2nd level) 0-3,400 bpm
Impact rate (3rd level) 0-4,000 bpm
Battery voltage 18V
Tool holder 1/4" Hex Uni, 1/2"

Square

'"Total vibration values (Tightening screws and
nuts of maximum permitted size)'

) BOSCH

Invented forlife

Bosch “s most powerful 18 Vimpact driver with 2-in-1 bit
holder - with brushless motor

The most important data

Battery voltage 18V
Torque, max. 200 Nm
Screw diameter M6-M 16

Part Number 0 601 9G4 204

> More product information

Noise/vibration information

Tightening screws and nuts of maximum
permitted size

Vibration emission value ah 9.8 m/s?
Uncertainty K 1.5 m/s?
Screw diameter

Screw diameter M6-M16
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Vibration emission value ah 9.8 m/s?
Uncertainty K 1.5 m/s?
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https://www.bosch-professional.com/gb/en/products/gdx-18v-200-c-06019G4204
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Advantages:

m  Extremely powerful for high work performance due to 200
Nm of torque

m  2-in-1 bit holder with 1/4" internal hex and 1/2" square
drive guarantees flexibility for the widest range of jobs

m  Bluetooth Connectivity option for active tool feedback,
service information, and additional control

© Robert Bosch GmbH www.bosch-professional.com
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